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A B S T R A C T
A distributed control scheme, which can be implemented on generators and controllable loads in a plug-and-play
manner, is proposed for power system frequency regulation. The proposed scheme is based on local measure-
ments, local computation, and neighborhood information exchanges over a communication network with an
arbitrary (but connected) topology. In the event of a sudden change in generation or load, the proposed scheme
can restore the nominal frequency and the reference inter-area power flows, while minimizing the total cost of
control for participating generators and loads. Power network stability under the proposed control is proved
with a relatively realistic model which includes nonlinear power flow and a generic (potentially nonlinear or
high-order) turbine-governor model, and further with first- and second-order turbine-governor models as special
cases. In simulations, the proposed control scheme shows a comparable performance to the existing automatic
generation control (AGC) when implemented only on the generator side, and demonstrates better dynamic
characteristics than AGC when each scheme is implemented on both generators and controllable loads.
Simulation results also show robustness of the proposed scheme to communication link failure.
1. Introduction
Maintaining power system frequency tightly around its nominal
value, e.g., 60 Hz in US, is critical for satisfactory performance of
electrical loads, safety of generating equipment, and reliable power
delivery [1]. Off-nominal frequency caused by imbalance between
power supply and demand is traditionally corrected through primary
and secondary frequency control of generators. Primary frequency
control stabilizes frequency to a point that may still be off-nominal via
decentralized droop response of speed governors [2]. Secondary fre-
quency control, traditionally known as automatic generation control
(AGC) [2,3], adjusts generator setpoints in each control area via cen-
tralized integral or proportional-integral control, to restore the nominal
frequency and the reference inter-area power flows. This work focuses
on secondary frequency control and refers to it as frequency regulation
[4].1
As larger variations in power imbalance arise from the deepening
penetration of intermittent renewable generation, AGC may not be
adequate to meet the required frequency standards [1,5]. Tackling this
challenge requires either increased fast-acting spinning reserves, which
incur high operating cost and emissions [5,6], or alternative resources
for frequency regulation, such as controllable loads [6–8]. To exploit
the full potential of load control, a set of important issues need to be
addressed, including: (i) scalability and flexibility of the control system
to support autonomous and plug-and-play operations of controllable
loads [9]; (ii) coordination between controllable loads, as well as co-
ordination between loads and generators, to ensure a predictable and
stable system behavior [7]; (iii) comfort of controllable load users [6,7]
optimized jointly with economic efficiency of generators [1]. Addres-
sing these issues calls for the transformation of power systems from a
centralized, hierarchical control architecture, which typically features a
timescale separation between economic dispatch and AGC, to a dis-
tributed, open-access architecture that integrates optimality and stabi-
lity objectives [9,10]. Towards this transformation, recent endeavors
[9,11–24] are dedicated to developing distributed control algorithms,
which can stabilize a power network at an equilibrium that solves an
appropriate optimization problem and meets the frequency regulation
requirements.
It is common for these studies to use simplified power network
models to facilitate controller design and stability analysis. For
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example, [11–18] consider linearized power flow; [21] assumes the
power network has a tree topology; [9,11–13,18–20] ignore the gen-
erator turbine-governor dynamics, and [14–17,21] use a simplified
first-order turbine-governor model. Compared to [9,11,13–21], a more
realistic power network model, which includes a nonlinear power flow
model and a second-order turbine-governor model, is used in [22–24].
Moreover, stability conditions for a generic (potentially higher-order or
nonlinear) turbine-governor model are obtained in [22] with a pas-
sivity-based method.
This paper proposes a distributed optimal generator and load con-
trol scheme for frequency regulation. In case of imbalance between
power supply and demand, the proposed scheme can restore the nom-
inal frequency and the reference inter-area power flows, while mini-
mizing the total cost of control for participating generators and loads. In
the proposed scheme, every control agent for a generator or con-
trollable load measures its local frequency and power flows, performs
moderate computations, and communicates with its neighboring agents
in a communication network with an arbitrary topology (as long as it
connects all the agents). Such a distributed scheme is suitable for au-
tonomous and plug-and-play operations. For example, an agent can
plug-in and participate in frequency regulation after updating its in-
formation with its neighboring agents. This significantly reduces the
system operator’s burden of interacting with a large number of agents:
maintaining their information, communicating with them, and per-
forming centralized computations for all of them. Such a distributed
and plug-and-play scheme can also improve robustness of the system
against a single-point failure of the communication or computation
functions.
This work complements the literature in the following aspects:
(i) Stability is established for a nonlinear power flow model and a
generic (potentially nonlinear or high-order) turbine-governor
model, and further for first- and second-order turbine-governor
models as special cases. This extends all the studies above except
[22]. Compared to [22], the stability condition in this paper for the
generic turbine-governor model features a simpler supply rate
function. Moreover, the proposed control fulfills the inter-area
flow requirement, which was ignored in [22].
(ii) By utilizing and extending the concept of virtual flow in [13], we
develop a controller with simpler and more flexible communica-
tion than [13,24] and a less restrictive stability condition than
[24]; see the discussion in Section 4.
(iii) Simulation results on Power System Toolbox [25] show that the
proposed control achieves a comparable performance to AGC when
implemented purely on the generator side. Moreover, the proposed
control demonstrates better dynamic characteristics than AGC
when each scheme is implemented on both generators and con-
trollable loads. Robustness of the proposed control to commu-
nication link failure is also observed in simulations.
The rest of this paper is organized as follows. Section 2 introduces
the power network model. Section 3 formulates an optimization pro-
blem which encapsulates the goals of frequency regulation. Section 4
proposes a distributed frequency regulation scheme. Section 5 proves
that the proposed scheme can stabilize the power network at an equi-
librium that solves the formulated optimization, and thus restores the
nominal frequency and the reference inter-area flows while minimizing
the total cost of control. Section 6 shows the simulation results. Finally,
Section 7 concludes the paper.
2. System setup
2.1. Notation
Number, vector, and matrix: Let  denote the set of real numbers and
 the set of natural numbers. For a finite set ⊂S , let S| | denote its
cardinality. For a set of scalar numbers ∈a i S{ | }i , let aS denote the
column vector of the ai’s; the subscript S is dropped when it is clear
from the context. The stacked column vector of two vectors ∈a S| | and
′ ∈ ′a S| | is denoted by ′a a( , ). Given any matrix A, denote its transpose
by AT , and its i-th row by Ai. Let AS denote the submatrix of A com-
posed only of the rows Ai for ∈i S. The diagonal matrix with diagonal
entries ∈a i S{ | }i is denoted interchangeably by ∈a i Sdiag( , )i , adiag( )S ,
and aS (when it can be distinguished from the vector aS by the context).
Let 1S (0S) denote the S| |-dimensional column vector of all ones (zeros),
which is often simplified as 1 (0) when its dimension is obvious from the
context.
Power network: Consider a power transmission network represented
by a directed, connected graph ( , )N E , whereN is the set of buses, and
E is the set of transmission lines. A transmission line indexed the e-th in
E and directed from buses i to j is denoted interchangeably by ∈e E
and ∈ij E . The symbol ∼i j means either ∈ij E or ∈ji E without
distinguishing the direction of the link. The set N of buses is parti-
tioned as = ∪N G L where G and L are the sets of generator and
load buses, respectively. A generator bus connects to a generator with
large inertia. A load bus represents the aggregate of a substation and the
distributed energy resources and loads connected to it. The power
network ( , )N E is divided into a set K of subgraphs, called control
areas.
Communication network: Each bus ∈i N has an agent which decides
its local control actions by measuring local frequency and power flows,
performing moderate computations, and communicating with its
neighboring agents in an undirected (two-way), connected graph
′( , )N E . The topology of the communication network ′( , )N E can be
arbitrary, and in particular can be different from the power network
( , )N E , as long as it connects all the buses inN . Notations ∈ ′ij E and
↔i j are used interchangeably to indicate that the agents at buses i and
j communicate with each other. A positive constant weight ′ = ′B Bij ji is
assigned to every communication link ∈ ′ij E . The choice of ′Bij is also
arbitrary; see a further comment in Section 4. Although the proposed
controller in Section 4 and its optimality and stability analysis in Sec-
tion 5 assume that every bus has a control agent that can compute and
communicate, in the simulations in Section 6 the control agents are
only installed at a subset of buses which have controllable generators
and loads.
Other frequently used notations are listed below:
Variables
θi, ∈i N bus voltage phase angles
ωi, ∈i N deviations of bus frequencies from the nominal value
ri, ∈i N frequency-insensitive uncontrollable power
injections
pi
m, ∈i G mechanical power outputs of generators
pi, ∈i G generation control commands
di, ∈i N real power consumption of controllable loads
Pij, ∈ij E transmission line power flows. Define ≔ −P Pji ij
Constants
Mi, ∈i G positive generator inertia constants
Di, ∈i N positive load-damping constants
Bij, ∈ij E positive constant line parameters. Define ≔B Bji ij
Cie, ∈i N ,
∈e E
=C 1ie if =e ij for some bus j, = −C 1ie if =e iℓ for
some bus ℓ, and =C 0ie otherwise. ∈ ×C | | | |N E is
the incidence matrix of ( , )N E
Eki, ∈k K ,
∈i N
=E 1ki if bus i is in control area k, and =E 0ki
otherwise
2.2. Power network model
Consider the standard power network model [2,3]:
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= ∀ ∈θ ω i̇ ,i i N (1a)
∑= + − − − ∀ ∈
∼
M ω r p d D ω P i̇ ,i i i i i i i
j i j
ij
m
:
G
(1b)
∑= − − − ∀ ∈
∼
r d D ω P i0 ,i i i i
j i j
ij
:
L
(1c)
= − ∀ ∈P B θ θ ijsin( ) , .ij ij i j E (1d)
In (1a), θi is the bus i voltage phase angle relative to a rotating frame of
the nominal frequency, and ωi is the deviation of bus i frequency from
the nominal value.Equation (1b) is the inertial and load-frequency
dynamics associated with bulk generators, and (1c) presents the power
balance at load buses. The ri in (1b) and (1c) denotes the frequency-
insensitive, uncontrollable net real-power injection to bus i. A change in
ri may arise from, e.g., a change in non-dispatchable renewable gen-
eration, a change in load, or loss of a generator. In particular, by
modeling changes in renewable generation as ri, we assume that the
renewable energy sources do not provide frequency response, and that
their internal dynamics are fast enough to be neglected for the time-
scale of frequency regulation. These assumptions were made in, e.g.,
[1]. Also, the proposed control will deal with the variability and un-
certainty of renewable generation in a real-time feedback fashion, and
hence the model (1) assumes the realizations of renewable generation
to be available and captured by ri. Every bus ∈i N has an aggregate
controllable load whose real-power consumption is di and an aggregate
frequency-sensitive, uncontrollable load, like a group of induction
motors, whose real-power consumption changes by D ωi i with frequency
deviation ωi. At any given instant of time, all the loads (controllable,
uncontrollable frequency-sensitive and insensitive) in (1b) and (1c) are
treated as constant-real-power loads. Controller design and analysis
with other load models, e.g., constant-current and constant-impedance,
will be the subject of future research. In Section 6, we simulate a net-
work that contains constant-power, constant-current, and constant-
impedance loads to test the proposed controllers. The power flow Pij is
modeled by (1d), where with the positive constant Bij it is assumed that
the lines are purely inductive and the bus voltage magnitudes are fixed.
Let C be the incidence matrix of the power network ( , )N E , and define
≔ −θ θ θij i j, so that = ∈C θ θ ij( , )T ij E collects the phase angle differences
across all the lines. In practical power networks, besides generator
buses inG modeled in (1b) and load buses inL modeled in (1c), there
are also buses with neither a generator nor a load, for which the power
balance equation reads∑ =∼ P 0j i j ij: . Model (1) has eliminated this kind
of buses through Kron reduction [26], without influencing the power
injections and power balance at generator and load buses. It will be
future work to consider a full network model without such reduction.
Each generator bus ∈i G has an aggregate generator whose me-
chanical power output is pi
m. A generation control command pi drives
pi
m through the following turbine-governor dynamics:
= − ∀ ∈p a g p a p ω R i( ̇ , ̇ ) ( , , / ) ,i i i i i i i i
m m G (2)
where ai denotes an internal state vector, and Ri is a constant coefficient
for the standard droop frequency control.
Assumption 1. Given any ∈pi  , there exists a unique point p a( , )i i
m
such that =g p a p( , , ) 0i i i i
m . Moreover, =p pi i
m at this point.
Assumption 1 means that the generator internal state and me-
chanical power are uniquely determined by the control command, and
the mechanical power equals the control command, at any steady state
where the frequency is nominal. A classic example of (2), which sa-
tisfies Assumption 1, is the following second-order model [3]:
= − + − ∀ ∈T a a p ω R i̇ / ,i i i i i ig, G (3a)
= − + ∀ ∈T p p a i̇ ,i i i it,
m m G (3b)
where ai is the valve position, and the time constants T ig, and T it,
characterize the time for governor and turbine to fully respond to a
change in their input. Given the fact that T ig, is usually much smaller
than T it, , the model (3) can be simplified as the following first-order
model [15,21–23]:
= − + − ∀ ∈T p p p ω R i̇ / ,i i i i i it,
m m G (4)
which also satisfies Assumption 1. The internal state vector ai in (2) is
allowed to be zero-dimensional to accommodate a special case like (4)
which indeed has no internal state.
Loads can respond much faster than generators to changes in their
input [6,27], and hence the model (1) ignores the dynamics of loads.
For simulations in Section 6, the first-order lag dynamics of loads in
[16] is modeled.
3. Problem formulation
An equilibrium of (1)–(2) is defined as a solution of (1)–(2) where all
the time derivatives =θ ω p a( ,̇ ̇ , ̇ , ̇ ) 0mG G G . By (1a), an equilibrium requires
=ω 0, i.e., all the bus frequencies to be nominal. Suppose that the
system (1)–(2) initially operates at an equilibrium where the inter-area
power flows are considered to be the reference. At a certain time, step
changes in uncontrollable power injections ri occur at an arbitrary
subset ofN , causing the system state, particularly bus frequencies and
power flows, to deviate from the equilibrium. It then relies on fre-
quency regulation to restore the nominal frequency and the reference
inter-area power flows. We now formulate the goals of frequency reg-
ulation as an optimization problem.
Given ∈r | |N after the aforementioned step change, frequency
regulation aims at stabilizing the system (1)–(2) to an equilibrium that
solves the optimization problem below. Following the convention in
our earlier work [12,13], this problem is called optimal load control
(OLC), though it incorporates both generator and load control.
OLC:
∑ ∑
⩽ ⩽
⩽ ⩽
+
∈ ∈p p p
d d d P
c p c dmin
,
( ) ( )
i
i
p
i
i
i
d
i
G G G G N
(5a)
∑+ = + ∀ ∈
∼
r p d P isubject to ,i i i
j i j
ij
:
N
(5b)
̂∑ ∑ = ∀ ∈
∈ ∼
E P P k, .
i
ki
j i j
ij k
:
K
N (5c)
In (5a), the constants ⩽p pi i for ∈i G and ⩽d di i for ∈i N specify
the feasible regions, or control capacity limits, of generators and con-
trollable loads. The case where there is no controllable generator or
load at bus i can be handled by setting = =p p 0i i or = =d d 0i i .
Functions ci
p for ∈i G quantify the cost of generator control due to,
e.g., loss of economic efficiency caused by deviation from the reference
generation, and cid for ∈i N , which are the cost (or disutility) func-
tions for load control, quantify the discomfort of controllable load users
due to deviation from their preferred/reference power usage
[11,21,22]. Note that the model (1) considers aggregates of loads at the
transmission level. Therefore a disutility function cid maps the aggregate
power deviation to the aggregate discomfort of a group of devices, and
does not necessarily reflect each individual thermostat temperature
deviation or pool pump degradation, et cetera. Modeling discomfort of
individual devices, although important, is out of the scope of this proof-
of-concept work. The constraint (5b) imposes power balance at each
bus ∈i N , 2 which ensures restoration of the nominal frequency. The
constraint (5c) enforces the standard inter-area flow requirement, i.e.,
the net power flows out of areas ∈k K must equal their reference
values ̂Pk.
2 Define constants = = = = ≡∗ ∗p p p p M 0i i i i i
m m, for all ∈i L .
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Assumption 2. The cost functions ci
p for ∈i G and cid for ∈i N are
strictly convex and twice continuously differentiable on p p[ , ]i i and
d d[ , ]i i respectively.
Assumption 3. There exists ∗ ∗ ∗ ∗C θ p d P( , , , )T G which satisfies: (i)
∗ ∗ ∗p d P( , , )G
is optimal for OLC (5); and (ii) =∗ ∗P B θsin( )ij ij ij and <∗θ π| | /2ij for all
∈ij E .
The region where <∗θ π| | /2ij for all ∈ij E is called the principal re-
gion, in which a power-flow solution is stable [28]. The existence of a
solution as described in Assumption 3, together with Assumption 2,
leads to the uniqueness of such a solution, as shown by the following
lemma.
Lemma 1. Suppose Assumptions 2 and 3 hold. Then there exists a unique
∗ ∗ ∗ ∗C θ p d P( , , , )T G which satisfies: (i)
∗ ∗ ∗p d P( , , )G is optimal for OLC (5); and
(ii) =∗ ∗P B θsin( )ij ij ij and <∗θ π| | /2ij for all ∈ij E .
Proof. Such a ∗ ∗ ∗ ∗C θ p d P( , , , )T G exists by Assumption 3, where
∗ ∗p d( , )G is
unique by strict convexity of ci
p and cid. Given ∗ ∗p d( , )G , the equations
∑+ = + ∀ ∈∗ ∗
∼
∗r p d B θ isin( ) ,i i i
j i j
ij ij
:
N
(6)
admit a unique solution ∗C θT in the region where <∗θ π| | /2ij for all
∈ij E [28]. This implies the uniqueness of ∗P . □
4. Controller design
The following controller (7), which determines the generator and
load controls p d( , ), is proposed to achieve the goals formalized in OLC
(5). The derivation of controller (7) is inspired by [13,24] which
computed cyber signals called virtual flows to estimate the actual
power flows. However, controller (7) differs from and improves upon
those in [13,24] as discussed at the end of this section.
= = ′ − − +−p p λ ω c λ ω ω R( , ): [( ) ( )] /i i i i i
p
i i p
p
i i
1
i
i (7a)
= ≔ ′ +−d d λ ω c λ ω( , ) [( ) ( )]i i i i id i i d
d1
i
i (7b)
∑ ∑= ⎛
⎝
⎜ + + − ′ −
⎞
⎠
⎟
∼ ↔
λ K M ω D ω P B ϕ ϕ̇ ̇ ( )i iλ i i i i
j i j
ij
j i j
ij i j
: : (7c)
∑= −
∈
ϕ λ E πi̇ i
k
ki k
K (7d)
̂∑ ∑= ⎛
⎝
⎜ ′ − −
⎞
⎠
⎟
∈ ↔
π K E B ϕ ϕ Ṗ ( )k kπ
i
ki
j i j
ij i j k
:N (7e)
where (7a) is for all the generator buses ∈i G , (7b)–(7d) are for all the
buses ∈i N , and (7e) is for all the control areas ∈k K . Recall that
↔i j denotes a two-way communication link between the control
agents at buses i and j. The topology of the communication network can
be arbitrary, as long as it connects all the buses in N . The positive
constant weights ′Bij on communication links and the positive constant
gains Kiλ and Kkπ can also be arbitrarily selected. These choices will not
affect the system equilibrium and stability (if feedback delays are
negligible), as shown in Section 5. However, they may have significant
impacts on the dynamic performance of the system, including fre-
quency nadir, rate of convergence, and magnitudes of oscillations. Such
impacts need future investigation.
Define the following function:
′ ≔
⎧
⎨
⎪
⎩⎪
∈ −∞ ′
′ ∈ ′ ′
∈ ′ +∞
− −f x
a x f a
f x x f a f b
b x f b
[( ) ( )]
, ( , ( )]
( ) ( ), ( ( ), ( )]
, ( ( ), )
a
b1 1
with which the functions p (·,·)i and d (·,·)i in (7a) and (7b) are well
defined by Assumption 2. The + ω R/i i term in (7a) cancels the droop
control signal −ω R/i i in (2), (3a), and (4), as inspired by [16,17]. In-
deed, the function ′−c( ) (·)i
p 1 , with ωi in its input, effectively en-
capsulates primary frequency control. While the frequency deviation ωi
can be measured locally at bus i, the other input λi to (7a) and (7b) is a
cyber signal calculated in a distributed way by (7c)–(7e).
In (7c), every bus ∈i N calculates λi from the local frequency
deviation ωi, power flows Pij to neighboring buses j in the power net-
work, a local cyber signal ϕi, and signals ϕj received from neighboring
buses j in the communication network. Since λi is the integral of the
right-hand-side of (7c), calculating λi needs a proportional term of ωi
with the coefficient Mi and an integral term of ωi with the coefficient Di,
thus avoiding taking the derivative of ωi which may introduce intense
noise. The cyber signal ϕi is calculated by (7d), where ∑ ∈ E πk ki kK
equals ′πk i( ) if bus i is in area ′k i( ). For each area k, a signal πk is cal-
culated by (7e) and broadcast to all the buses in area k such that they
can execute (7d). In (7e), every control area k indeed only sums
′ −B ϕ ϕ( )ij i j over ↔i j where i is in area k and j is in another area.
Discussion:
(i) The design of (7) borrows the idea of virtual phase angles ϕi and
virtual flows ′ −B ϕ ϕ( )ij i j from [13]. The computation of ϕ in [13],
based on a primal-dual algorithm for OLC, requires communication
of λ and π between adjacent buses and areas. Different from [13],
in designing (7) we interpret λi as the virtual frequency deviation,
by noticing the similarity between (7c) and (1b). Based on this
interpretation, a simpler computation (7d) for ϕi is proposed,
where a bus i in area ′k i( ) only needs the local virtual frequency
deviation λi and an intra-area broadcast signal ′πk i( ).
(ii) In [13] both the actual power flow = −P B θ θ( )ij ij i j and the virtual
flow −B ϕ ϕ( )ij i j are linear. In [24], a nonlinear virtual flow
−B ϕ ϕsin( )ij i j was designed to emulate the nonlinear power flow
= −P B θ θsin( )ij ij i j . Here in (7), the linear virtual flow is used under
the nonlinear power flow model, which makes the equilibrium ∗ϕ
unique modulo a rigid shift (see Section 5), and relaxes the stabi-
lity condition in [24] which restricted ∗ϕ to the principal region.
(iii) Compared to [13,24], the proposed control (7) is more flexible, by
allowing the topology of the communication network to be arbi-
trary (as long as it connects all the buses) and possibly different
from the power network, and the control parameters ′Bij to be ar-
bitrary and possibly different from the physical parameters Bij.
With such flexibility, the equilibrium virtual flow may no longer
equal the equilibrium power flow on every power line or com-
munication link (they are equal in [13]). However, the total
equilibrium virtual flow incident to bus i, i.e.,∑ ′ −↔
∗ ∗B ϕ ϕ( )j i j ij i j: , can
still precisely estimate the equilibrium net power injection at bus i,
as shown later in (14). This relationship lays a foundation for the
proposed controller (7) to eliminate power imbalance and restore
the nominal frequency at every bus, as will become clear in Section
5.
(iv) The proposed scheme (7) assumes that all the buses perform
measurement, computation, and communication, though not all of
them are controllable (recall that we set = =p p 0i i and
= =d d 0i i for uncontrollable generators and loads, which makes
their control actions constantly zero by (7a) and (7b)). It is our
future work to develop control schemes under a sparse placement
of control agents and a sparse communication network, which do
not cover all the transmission buses. Moreover, (7) is given in
continuous time, whereas in practice the measurement and com-
munication are carried out in discrete time, asynchronously, and
even on a low time resolution, especially when the existing su-
pervisory control and data acquisition (SCADA) system is used.
This in general may negatively impact system stability, which calls
for further investigation to understand. As a preliminary study,
Section 6 will show simulation results under sparse computation,
communication, and control, as well as a discrete-time im-
plementation.
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5. Performance analysis
This section analyzes the equilibrium and stability of the closed-
loop system (1), (2), (7) under the proposed control. Section 5.1 shows
that the system has an optimal equilibrium that solves OLC (5) and
therefore restores the nominal frequency and the reference inter-area
flows while minimizing the total cost of control. Section 5.2 proves
convergence of the system to this optimal equilibrium under certain
conditions. Results in Sections 5.1 and 5.2 are then applied to the
second-order (3) and first-order (4) turbine-governor models, which are
special cases of the generic turbine-governor model (2).
5.1. Equilibrium analysis
Let ′C be the incidence matrix of the communication network
′( , )N E by assigning an arbitrary direction to each undirected link
′ ∈ ′e E . Moreover, we arbitrarily construct a directed graph ″( , )K E
that connects all the control areas ∈k K , and let ″C be the incidence
matrix of ″( , )K E . The following notations are defined for ease of ex-
position.
Definition 1. For the closed-loop system (1), (2), (7):
(i) ≔x C θ ω P p a( , , , , )T mG G is the vector of physical states, ≔u p d( , )G is
the vector of control inputs, and ≔ ′z λ π C ϕ( , , )T is the vector of
cyber signals.
(ii) An equilibrium is a solution ∗ ∗ ∗x u z( , , ) of the closed-loop system (1),
(2), (7) which makes =θ ω p a λ π( ,̇ ̇ , ̇ , ̇ , ,̇ ̇ ) 0mG G G and =ϕ ϕ̇ ̇i j for all
∈i j, N .
(iii) ∗YΘ is the set of all the equilibria ∗ ∗ ∗x u z( , , ) that satisfy <∗θ π| | /2ij for
all ∈ij E .
(iv) Every point ∈∗ ∗ ∗ ∗x u z Y( , , ) Θ is an optimal equilibrium.
As shown in Definition 1(i), we care about the differences C θT be-
tween actual phase angles across power lines, and the differences ′C ϕT
between virtual phase angles across communication links. In equili-
brium, the vector θ must be fixed, while a rigid rotation of ϕ is allowed,
as shown by (ii). The equilibrium set ∗YΘ defined in (iii) is restricted to
the principal region of phase angles. The following theorem reveals
important properties of ∗YΘ, and in particular explains why all the
equilibria in ∗YΘ are defined to be optimal in (iv).
Theorem 1. Suppose Assumptions 1–3 hold. Then the system (1), (2), (7)
has a nonempty equilibrium set ∗YΘ where ∗ ∗x u( , ) is unique and ∗ ∗ ∗p d P( , , )G is
optimal for OLC (5).
See Appendix A.1 for the proof of Theorem 1. While Theorem 1
points out the uniqueness of ∗ ∗x u( , ) over all the optimal equilibria, the
following theorem reveals the structure of = ′∗ ∗ ∗ ∗z λ π C ϕ( , , )T in equili-
brium.
Theorem 2. Suppose Assumptions 1–3 hold. Then all the equilibria
∗ ∗ ∗x u z( , , ) of (1), (2), (7) satisfy the following:
(i) ′ ∗C ϕT is unique.
(ii) =∗ ∗λ λi j for all the buses i j, in the same control area.
(iii) Suppose that an area k contains a bus j such that < <∗p p pj j j (if
∈j G ) or < <∗d d dj j j. Then ∗λ k( )N , where k( )N denotes the set of
all the buses in area k, is unique.
(iv) Suppose that every area ∈k K contains a bus j k( ) such that
< <∗p p pj k j k j k( ) ( ) ( ) (if ∈j k( ) G ) or < <
∗d d dj k j k j k( ) ( ) ( ). Then
′∗ ∗λ C π( , )T is unique.
Proof. (i) ′ ∗C ϕT is unique by (14) and the uniqueness of =∗ ∗ ∗p p d( , )m,G G ;
(ii) results from (7d) and the definition of equilibrium where =ϕ ϕ̇ ̇i j for
all ∈i j, N ; (iii) results from (ii), (7a) and (7b), the uniqueness of
∗ ∗p d( , )G , and the fact that =
∗ω 0; in (iv), the uniqueness of ∗λ is
straightforward from (iii), and the uniqueness of ′ ∗C πT results from
the uniqueness of ∗λ and (7d). □
Note that Theorem 2 holds for all the equilibria of (1), (2), (7), not
only those optimal equilibria in ∗YΘ. Theorem 2 shows that, under cer-
tain conditions, the equilibrium ∗ ∗ ∗λ π ϕ( , , ) is unique, modulo rigid shifts
of ∗π and ∗ϕ . In particular, ∗λ is unique if each control area has at least
one controllable generator or load that does not reach its control ca-
pacity limit.
5.2. Stability analysis
The following assumption serves as the main stability condition for
the optimal equilibrium set ∗YΘ.
Assumption 4. Let ∗ ∗x u( , ) be the unique subvector over ∗YΘ,
3 and define
≔ −∼∼ ∗ ∗x u x u x u( , ) ( , ) ( , ). For each generator bus ∈i G , there exists a
function ∼∼U p a( , )i i i
m which satisfies: (i) ⩾∼∼U p a( , ) 0i i i
m ; (ii) =∼∼U p a( , ) 0i i i
m
if and only if =∼∼p a( , ) 0i i
m ; and (iii) Ui is radially unbounded, i.e.,
→ +∞∼∼U p a| ( , )|i i i
m if → +∞∼∼p a‖( , )‖i i
m
2 . Moreover, let
≔ ∂ ∂ ∼∼U U p a ġ [ / ( , )]i i i i i
m be the time derivative of Ui along the trajectory
of (2). Then
≔ + − + ⩽ ∀ ∈∼ ∼ ∼∼h U p d λ ω i̇ ( )( ) 0 , ,i i i i i i
m G (8)
and =h 0i if and only if =∼
∼∼d p a( , , ) 0i i i
m .
Each generator bus ∈i G can be interpreted as a subsystem, whose
input is − −∼ ∼λ ω( )i i , i.e., the input to the generator and load control
functions (7a) and (7b), and whose output is −∼∼p d( )i i
m , i.e., the net
power injection to the network. Then Assumption 4 essentially in-
dicates passivity of these subsystems [29, Definition 6.3]. Such pas-
sivity-based methods have been applied to stability analysis of primary
frequency control [30], secondary frequency control [22,23], coupled
frequency-voltage-market dynamics [20], and distributed control sys-
tems with communication delays [31]. Compared to [22], the supply
rate function in Assumption 4, i.e., − +∼ ∼ ∼∼p d λ ω( )( )i i i i
m , is much simpler.
Compared to [23] which focuses on the second-order (3) and first-order
(4) turbine-governor models, Assumption 4 is made for the generic
model (2) which can potentially be of a higher order or nonlinear, and
thus more realistic. For classic examples of turbine-governor models
such as (3) and (4), quadratic functions Ui satisfying Assumption 4 can
be found explicitly under moderate technical conditions, as shown later
in Theorems 4 and 5 and their proofs in Appendices A.3 and A.4.
Theorem 3. Suppose Assumptions 1–4 hold. Then the system (1), (2), (7)
has a nonempty equilibrium set ∗YΘ where ∗ ∗x u( , ) is unique and ∗ ∗ ∗p d P( , , )G is
optimal for OLC (5). Moreover, → ∗ ∗x t u t x u( ( ), ( )) ( , ) as → +∞t , for every
trajectory x t u t z t( ( ), ( ), ( )) of (1), (2), (7) that starts close enough to ∗YΘ.
See Appendix A.2 for the proof of Theorem 3. This theorem in-
dicates the convergence of physical states and control inputs to the
optimal equilibrium, which means that the proposed control (7) can
restore the nominal frequency and the reference inter-area flows in a
way that minimizes the total cost of control. The convergence of cyber
signals = ′z t λ t π t C ϕ t( ) ( ( ), ( ), ( ))T , albeit not guaranteed by Theorem 3,
can be implied under certain circumstances. For instance, if a bus i
satisfies either < <∗p p pi i i or < <
∗d d di i i, then λ t( )i converges to its
unique equilibrium ∗λi as → ∞t , by (7a) and (7b) and the convergence
of p t d t( ( ), ( ))G .
5.3. Results for specific turbine-governor models
Theorems 4 and 5 below are obtained by applying Theorems 1 and 3
to the second-order (3) and first-order (4) turbine-governor models as
special cases of (2). Their proofs are deferred to Appendices A.3 and
3 Assumptions 1–3 are prerequisites of Assumption 4, such that ∗YΘ has a unique sub-
vector ∗ ∗x u( , ) wherein ∗ ∗ ∗p d P( , , )G is optimal for OLC (5), by Theorem 1.
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A.4, respectively.
Theorem 4. Suppose Assumptions 2 and 3 hold. Then the system (1),(3),
(7) has a nonempty equilibrium set ∗YΘ where ∗ ∗x u( , ) is unique and ∗ ∗ ∗p d P( , , )G
is optimal for OLC (5). Moreover, suppose that in a neighborhood of ∗YΘ, for
every ∈i G , there are constants βi and βi which satisfy
4:
⩽ −
∂
∂
< < ⩽ ∂
∂
∀ ∈
p
λ
λ ω β β d
λ
λ ω i0 ( , ) ( , ) , .i
i
i i i i
i
i
i i G (9)
Then → ∗ ∗x t u t x u( ( ), ( )) ( , ) as → +∞t , for every trajectory x t u t z t( ( ), ( ), ( ))
of (1), (3), (7) that starts close enough to ∗YΘ.
Theorem 5. Suppose Assumptions 2 and 3 hold. Then the system (1), (4),
(7) has a nonempty equilibrium set ∗YΘ where ∗ ∗x u( , ) is unique and ∗ ∗ ∗p d P( , , )G
is optimal for OLC (5). Moreover, suppose either of the following holds in a
neighborhood of ∗YΘ for every ∈i G :
(i) there are constants βi and βi which satisfy:
⩽ −
∂
∂
< < ⩽ ∂
∂
∀ ∈
p
λ
λ ω β β d
λ
λ ω i0 ( , ) ( , ) , .i
i
i i i i
i
i
i i G (10)
(ii) there is a constant >β 0i which, for all λ ω( , )i i in the considered
neighborhood of ∗YΘ, satisfies:
−
∂
∂
≡ ∀ ∈
p
λ
λ ω β i( , ) , .i
i
i i i G (11)
Then → ∗ ∗x t u t x u( ( ), ( )) ( , ) as → +∞t , for every trajectory
x t u t z t( ( ), ( ), ( )) of (1), (4), (7) that starts close enough to ∗YΘ.
The condition for convergence of x t u t( ( ), ( )) in Theorem 4, which is
also condition (i) in Theorem 5, is satisfied if every generator bus has a
co-located controllable load, whose strength of response (measured by
the derivative of pi or di over the input signal λi) around the optimal
equilibrium is higher than that of the generator. For the first-order
turbine-governor model (4), convergence of x t u t( ( ), ( )) can also be
guaranteed by condition (ii) in Theorem 5, which is satisfied if all the
generator control functions (7a) are linear around the optimal equili-
brium, i.e., if all the generators have quadratic cost functions and none
of them reaches its control capacity limit at the optimal equilibrium.
Each of these conditions is sufficient (and likely conservative) for
convergence of the corresponding system to ∗ ∗x u( , ). Indeed, for the cast
of quadratic cost functions (linear control functions), a less conservative
stability condition was derived in [22] using the passivity-based
method, and we leave it as future work to prove less conservative sta-
bility conditions for the general case considered here.
6. Numerical study
To demonstrate performance of the proposed control (7), we si-
mulate the New York-New England 68-bus network in Fig. 1 on Power
System Toolbox (PST) [25]. The PST simulation model is more realistic
than the model in Section 2.2. Specifically, PST models transient and
subtransient reactance of generators, exciters, power system stabilizers,
and higher-order turbine-governor dynamics. The first-order lag dy-
namics of loads [16] is also modeled, with the time constant chosen as
0.5 s [27]. Moreover, PST models the resistance, shunt susceptance, and
tap-changing transformers along transmission lines, as well as the dy-
namics of reactive power and voltage magnitude. To generalize the
model (1) where only constant-real-power loads are considered for
solving power flow at every time instant, PST simulates the 68-bus
network with 50% constant-power, 25% constant-impedance, and 25%
constant-current loads. In simulations, both AGC and the proposed
control are executed in a discrete-time manner, with the control signals
updated every two seconds [6].
6.1. Simulation setup
Parameters of the 68-bus network are obtained from PST. As shown
in Fig. 1, this network is divided into five control areas [32]. All the 16
generators, and 18 selected loads, are controllable. A communication
graph, which connects these controllable generators and loads in a tree,
will be used for the proposed distributed control (7). Although the
stability analysis of (7) assumes that all the buses participate in com-
putation and communication, in simulations we only implement (7) on
the controllable generators and loads.
The OLC cost functions are ≔ −c p p p K( ) ( ) /(2 )i
p
i i i i
ref 2 OLC for gen-
erators, and ≔ −c d d d K( ) ( ) /(2 )id i i i iref 2 OLC for controllable loads, where
pi
ref and diref are the reference generation and load power, respectively,
determined by the power flow solution at the beginning of each simu-
lation. These cost functions penalize deviations from the reference
generation and load. By (7a) and (7b), the proposed control is
= − + +p p K λ ω ω R( ) /i i i i i i i
ref OLC and = + +d d K λ ω( )i i i i iref OLC for gen-
erators and loads, respectively. The droop coefficient Ri of every gen-
erator is 5% [2], i.e., a change in frequency by × =5% 60 3 Hz leads to
a droop control command of 1 per unit (pu) in machine base power. The
control gains KiOLC are selected such that (i) their sum over all the
generators and loads equals the sum of R1/ i over all the generators, (ii)
they are uniform over all the generators, and over all the controllable
loads, respectively, and (iii) they satisfy a specified percentage of load
control, which is defined as the ratio of the total power adjustment
provided by controllable loads to that provided by both loads and
generators. For instance, with 50% load control, the ratio between KiOLC
is … …: : : : : :116
1
16
1
16
1
18
1
18
1
18 over 16 generators and 18 controllable loads.
We will simulate up to 50% load control according to [7,33], which both
indicate that the frequency regulation reserve provided by loads can
equal or exceed that provided by generators. After a disturbance, the
proposed controllers with properly selected KiOLC will deploy generator-
and load-side reserves subject to the specified percentage of load con-
trol. To ensure that the specified percentage of load control is precisely
imposed, we set large enough control capacities for generators and
loads in order not to bind their deployed reserves, i.e., actual power
adjustments. Other parameters in (7) are = × −K 2 10iλ 3 for all the
generators and controllable loads, = × −K 1 10kπ 4 for all the control
areas, and ′ = ′ = ×B B 1 10ij ji 6 for all the communication links.
The traditional frequency regulation scheme, AGC, is simulated as a
benchmark. AGC is implemented as in [2, Section 9.7], with the ACE
integral gain chosen as 0.08 and the participation factors proportional to
KiOLC in each control area. The ratio between the sums of participation
factors over loads and generators determines the percentage of load
control.
6.2. Simulation results
At time =t 1 s, sudden increases in uncontrollable loads and/or
decreases in non-dispatchable renewable generations occur in the
system, so that the net load makes a step increase of 700MW at each of
Buses 4, 8, 20, 37, 42, and 1400MW at Bus 52. Imbalance between
power supply and demand is introduced to the system in such a way,
based on the model of ri in Section 2.2.
Figs. 2 and 3 show the frequency at Bus 62 (other buses display
similar frequency trends) and the deviation of total power flow out of
Area 1, respectively, under AGC and the proposed control (7) referred
to as OLC, each implemented with 0%, 25%, and 50% load control. It is
observed that both AGC and OLC, under different percentages of load
control, can successfully restore the frequency to 60 Hz and the inter-
area power flow to its reference value. It is also observed from Fig. 2(a)
that under zero load control, OLC has a similar dynamic performance,
especially frequency nadir, to AGC. Indeed, the control parameters
4 By (7a) and Assumption 2, ∂ ∂p λ( / )i i exists and is nonpositive for all λ ω( , )i i except
when − −λ ω( )i i equals ′c p( ) ( )i
p
i or ′c p( ) ( )i
p
i , in which case ∂ ∂p λ( / )i i represents partial
subgradient; similarly for ∂ ∂d λ( / )i i .
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K OLC, Kλ, K π , and ′B in OLC and the ACE integral gains in AGC are
tuned purposely to make OLC have a comparable dynamic performance
to AGC when only the generators participate in frequency regulation.
As the percentage of load control increases, the advantage of OLC over
AGC in terms of improving the frequency nadir (compared under the
same controllable resources, i.e., in the same subfigure of Fig. 2) be-
comes more significant. Understanding the exact cause of such im-
provement requires future work, and here is a possible intuitive ex-
planation. The K ωi iOLC terms for controllable loads in OLC (see Section
6.1) play a similar role to the load-damping terms D ωi i in improving
frequency nadir. Note that AGC is based on the integral of frequency
and inter-area flow deviations and hence does not add damping; the
K λi iOLC terms for both generators and loads in OLC are built up slowly
(see Fig. 6); and the K ωi iOLC terms for generators experience delays to
affect power outputs due to relatively slow turbine-governor dynamics.
Therefore none of these terms can increase system damping at the be-
ginning stage of the transient as effectively as K ωi iOLC implemented on
loads.
It is also observed from Fig. 2 that OLC with a higher percentage of
load control increases frequency settling time. Here is a possible reason.
The low frequency nadirs under AGC and 0%-load-control OLC drasti-
cally raise generator control commands (the sum of primary and sec-
ondary) around 3–5 s, and then significantly increase generator power
outputs after the delay of turbine-governor dynamics. This leads to
quick restoration of frequency, almost to the extent of overshoot above
60 Hz, around 10 s. In contrast, OLC with a higher percentage of load
control improves frequency nadir and thus leads to relatively modest
increases in generator power outputs. This makes frequency smoother
at the cost of slower convergence and longer settling time. It takes fu-
ture work to understand (i) whether there is an intrinsic tradeoff in OLC
between frequency nadir and settling time, and (ii) what are the factors
(e.g., controller gains, topology of communication) affecting the set-
tling time of OLC.
In terms of inter-area power flow, it is observed from Fig. 3 that OLC
reduces the maximum deviation and leads to faster convergence than
Fig. 1. The New York-New England 68-bus power net-
work used in simulations. Generator buses and con-
trollable load buses are marked in red and green, re-
spectively. The dotted magenta lines represent
communication links for the proposed distributed con-
trol. (For interpretation of the references to color in this
figure legend, the reader is referred to the web version of
this article.)
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Fig. 2. Frequency at Bus 62 under different percentages of load control and different control schemes.
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Fig. 3. Deviation of total power flow out of Area 1, under different percentages of load
control and different control schemes. Plots for AGC under 25% and 50% load control are
not shown because they are similar to the plot for AGC under zero load control.
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AGC (although the deviation occurs only in one direction under AGC
and in both directions under OLC). Moreover, OLC achieves a smaller
maximum deviation and faster convergence as the percentage of load
control increases.
Fig. 4 shows the control actions of all the generators and con-
trollable loads under OLC in terms of changes in their power from re-
ference values. Specifically, for generators the trajectories of
− +K λ ω( )i i iOLC (which exclude the + ω R/i i terms that cancel the droop
control−ω R/i i) are plotted, and for controllable loads the trajectories of
+K λ ω( )i i iOLC are plotted. The total steady-state power adjustment of
all the generators and controllable loads is approximately (neglecting
minor differences in power loss) the same across the cases with 0%,
25%, and 50% load control, and is also approximately the same as the
total power imbalance caused by the disturbance. As the percentage of
load control increases, the controllable loads contribute more, and
correspondingly the generators contribute less, to the total power ad-
justment. It can be further observed that a higher percentage of load
participation helps alleviate the overshoots in generator control actions
caused by drastic transient drops in local frequencies.
Fig. 5 shows the voltage magnitudes at Buses 1, 9, 17, 25, 33, 41,
49, 57, 65, under AGC and OLC with different percentages of load
control. It is observed that OLC can limit voltage magnitudes within a
tighter band than AGC, and also a tighter band under a higher per-
centage of load control. The voltage magnitudes in transmission sys-
tems are typically controlled by automatic voltage regulators (AVRs)
which act through generator excitation systems at a faster timescale
than frequency control [3]. Same as [9,11,18,21–23], this work es-
sentially assumes that AVRs are capable of maintaining voltage mag-
nitudes within a tight band around the nominal values, so that fre-
quency control can be implemented by purely adjusting active power
generations and loads without concerning reactive power and voltages.
With increased variations in power imbalance caused by, e.g., higher
penetration of non-dispatchable renewable energy, the AVRs may not
be adequate to regulate voltages, and enhanced schemes such as joint
active and reactive power control of loads may be required. This is an
interesting topic for future research.
To illustrate how the computation in the proposed scheme works,
the virtual frequency deviations λi at all the generators and controllable
loads are plotted for the case of OLC with 50% load control, in Fig. 6. It
can be observed that λi’s within each control area converge to the same
value, as predicted by Theorem 2(ii). Fig. 6 also shows that the λi’s are
updated every two seconds, and thus indicates that the proposed
scheme can work under a realistic discrete-time implementation.
Furthermore, OLC is tested for two cases of communication link
failure. In one case, the communication link connecting Buses 42 and
66 fails; in the other, the failure occurs between Buses 41 and 66. The
frequency at Bus 62 and the deviation of total power flow out of Area 4
are plotted for both cases, and compared to the case without commu-
nication failure, in Fig. 7. It can be observed that OLC is robust to the
tested failures in restoring the nominal frequency. In terms of inter-area
power flow, failures of different links lead to different results: When the
failure occurs between Buses 42 and 66, which separates the commu-
nication graph between Areas 3 and 4, the total power flow out of Area
4 experiences a larger overshoot, but can finally converge to the re-
ference value; when the failure occurs between Buses 41 and 66, which
separates the communication graph within Area 3, the total power flow
out of Area 4 presents a smaller overshoot but a steady-state error from
the reference value. Understanding the impact of different commu-
nication link failures will be the subject of future work.
7. Conclusion and future work
We proposed a distributed optimal generator and load control
scheme for frequency regulation. After a disturbance in power supply or
demand, the proposed scheme can restore the nominal frequency and
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Fig. 4. Control actions of all the generators and controllable loads under OLC in terms of changes in their power from reference values.
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Fig. 6. Virtual frequency deviations λi at all the generators and controllable loads under
OLC with 50% load control. The plots are grouped in five colors, one for each control
area. The λi ’s are updated every two seconds.
C. Zhao et al. Electrical Power and Energy Systems 101 (2018) 1–12
8
the reference inter-area power flows, in a way that minimizes the total
cost of control. The proposed scheme is based on local frequency and
power flow measurements, local computation, and neighborhood in-
formation exchanges over a communication network with an arbitrary
(but connected) topology, and is therefore suitable for autonomous and
plug-and-play operations. Convergence of the closed-loop system to an
optimal equilibrium was proved when a nonlinear power flow model
and a generic turbine-governor model were considered; based on that,
stability conditions for first- and second-order turbine-governor models
were also derived as special cases. Simulation results on a realistic
model showed that the proposed control can successfully achieve the
frequency regulation goals. Moreover, the proposed control showed a
comparable dynamic performance to AGC when implemented only on
the generator side, and showed better dynamic characteristics than
AGC when more controllable loads participate in each scheme.
Robustness of the proposed control to certain communication link
failures was also observed in simulations.
This is a proof-of-concept paper that proposes a novel plug-and-play
frequency regulation scheme. Further analytical and experimental stu-
dies are required to investigate many different aspects of its perfor-
mance, for example:
• Incorporate other common constraints, such as thermal limits of
transmission lines, with frequency regulation. Such a unified fre-
quency regulation and congestion management framework has been
developed for a linearized power flow model in [13,14].
• Derive less conservative stability conditions.
• Consider a more realistic power network model, which includes
power loss on transmission lines, reactive power flow, dynamics of
voltage magnitudes, etc., for controller design and stability analysis.
• Investigate factors that impact dynamic behavior of the system, and
design controllers accordingly for better dynamic performance.
• Design controllers, prove stability, and demonstrate controller per-
formance under a sparse placement of controllers, a sparse com-
munication network, and the current SCADA system which trans-
mits electrical and control signals asynchronously on a relatively
low time resolution.
• Understand the effect of feedback delay on system stability, and
exploit these understandings to guide controller design. Under the
proposed control, all the sources of delay, including communication
packet loss and packet retransmission, add to the feedback delay of
the closed-loop system, which may destabilize the system.
Currently, under the assumption of zero feedback delay, the system
is proved to be stable with arbitrarily large control gains. In the
presence of feedback delay, however, the control gains cannot be
too large and may need to be scaled down. Developing guidelines on
setting these gains calls for future research effort.
• Based on the observations from Fig. 7, further investigate both
analytically and numerically the impact of communication link
failure on the proposed control, and obtain guidelines on config-
uring the communication graph to improve robustness of the pro-
posed control.
• Study scalability of the proposed control, especially in terms of
dynamic properties such as convergence speed, for larger networks
with more than thousands of controllable loads. An appropriate
model that extends the one in Section 2.2 from transmission to
distribution networks, and from aggregated to distributed loads, will
be required.
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Appendix A
A.1. Proof of Theorem 1
(Existence.) OLC (5) is convex and satisfies Slater’s condition [34, Section 5.2.3], so a point p d P( , , )G is optimal for (5) if and only if it, together
with dual variables λ π( , ), satisfies the KKT conditions [34, Section 5.5.3]:
= ∀ ∈ = ∀ ∈p p λ i d d λ i
(5b)–(5c)
( ,0) , , ( ,0) ,i i i i i iG N (12)
∑ − = − ∀ ∈
∈
E E π λ λ ij( ) ,
k
ki kj k i j E
K (13)
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Fig. 7. (a) Frequency at Bus 62 and (b) deviation of total power flow out of Area 4, under different communication link failures. The control scheme is OLC with 50% load control.
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where (5b) and (5c) are primal feasibility and (12) and (13) integrate stationarity, dual feasibility, and complementary slackness. By Lemma 1, in the
region where <∗θ π| | /2ij for all ∈ij E , there exists a unique ∗ ∗ ∗ ∗C θ p d P( , , , )T G , such that
∗ ∗ ∗p d P( , , )G is optimal for (5) and thus satisfies the KKT conditions
with some ∗ ∗λ π( , ). Set =∗ω 0. Find ∗ ∗p a( , )m,G G which is uniquely determined by =
∗ ∗ ∗g p a p( , , ) 0i i i i
m, under Assumption 1. Moreover, there is a unique
′ ∗C ϕT which solves
′ ′ ′ = + −∗ ∗ ∗C B C ϕ r p dT m, (14)
because the kernel of ′ ′ ′C B C T is 1span( )N and ′ =C 1 0T N [35]. It is easy to show that =∗ ∗ ∗ ∗ ∗ ∗x C θ ω P p a( , , , , )T m,G G , =
∗ ∗ ∗u p d( , )G , and = ′
∗ ∗ ∗ ∗z λ π C ϕ( , , )T
form a solution of (1), (2), (7) where =θ ω p a λ π( ,̇ ̇ , ̇ , ̇ , ,̇ ̇ ) 0mG G G and =ϕ ϕ̇ ̇i j for all ∈i j, N , and hence
∗ ∗ ∗x u z( , , ) is an equilibrium of (1), (2), (7). In showing
this, we use the fact that (7c) is equivalent to:
∑= ⎛
⎝
⎜ + − − ′ −
⎞
⎠
⎟ ∀ ∈
↔
λ K r p d B ϕ ϕ i̇ ( ) ,i iλ i i i
j i j
ij i j
m
:
N
which is obtained by (1b) and (1c).
(Uniqueness.) Consider any equilibrium ∗ ∗ ∗x u z( , , ) of (1), (2), (7). From =θ ω p a λ π( ,̇ ̇ , ̇ , ̇ , ,̇ ̇ ) 0mG G G and =ϕ ϕ̇ ̇i j for all ∈i j, N , it is implied that the KKT
conditions (5b), (5c), (12), (13) must hold, and hence ∗ ∗ ∗p d P( , , )G is optimal for (5). By Lemma 1, the equilibrium
∗ ∗ ∗ ∗C θ p d P( , , , )T G is unique in the region
where <∗θ π| | /2ij for all ∈ij E . The uniqueness of =∗ω 0 is obvious, and the uniqueness of ∗ ∗p a( , )m,G G results from Assumption 1.
A.2. Proof of Theorem 3
The existence of ∗YΘ, the uniqueness of ∗ ∗x u( , ), and the optimality of ∗ ∗ ∗p d P( , , )G are straightforward from Theorem 1. We now prove
that → ∗ ∗x t u t x u( ( ), ( )) ( , ) as → +∞t for every trajectory x t u t z t( ( ), ( ), ( )) of (1), (2), (7) that starts close enough to ∗YΘ.
Consider an arbitrary x u z( (0), (0), (0)) that is close enough to ∗YΘ, and select an arbitrary ∗z such that ∈∗ ∗ ∗ ∗x u z Y( , , ) Θ and ∗z is close enough to z (0).
Define ≔ −∼∼∼ ∗ ∗ ∗x u z x u z x u z( , , ) ( , , ) ( , , ). Let ≔ ′ ′ ′′L C B CB
T denote the Laplacian of the communication network ′( , )N E . Consider the energy function
∑≔ +
∈
U U U
i
i0
G
where
∑ ∫≔ + −
+ + + ∼ ∼
∼ ∼
∼ ∼∼ ∼
∈
∗
′ − −
∗U ω M ω B σ θ dσ
ϕ L ϕ λ K λ π K π
(sin sin )
( ) ( )
T
ij
ij θ
θ
ij
T
B
T λ T π
0
1
2
1
2
1
2
1 1
2
1
ij
ij
G G G
E
and Ui satisfies Assumption 4. We have
̂
= + − − −
+ −
+ − + + − −
+ −
∼
∼
∼
∼
∼ ∼∼
∗
′ ′
′
U ω r p d D ω C B C θ
ω CB C θ CB C θ
λ E π L ϕ λ r p d L ϕ
π EL ϕ P
̇ ( sin( ))
( sin( ) sin( ))
( ) ( )
( )
T T
T T T
T T
B
T
B
T
B
0
m
m
G G G G G G G
K (15)
̂
= + − − −
+ + − −
+ −∼
∼
∼
∗
′ ∗
′ ∗
ω r p d Dω CB C θ
λ r p d L ϕ
π EL ϕ P
( sin( ))
( )
( )
T T
T
B
T
B
m
m
K (16)
= − − + + +∼∼ ∼ ∼ ∼ ∼ ∼ ∼ω Dω λ ω d λ ω p( ) ( )T T T mG G G (17)
where (15) results from (1), (7); (16) results from (1c); and (17) results from the definition of equilibrium. Then by (8) we have
∑
∑
= +
= − − + +∼∼ ∼ ∼ ∼
∈
∈
U U U
ω Dω λ ω d h
̇ ̇ ̇
( ) .
i
i
T T
i
i
0
G
L L L
G (18)
The load control actions di are nondecreasing with +λ ω( )i i by (7b) and Assumption 2. Moreover, ⩽h 0i for all ∈i G by Assumption 4. Therefore
⩽U̇ 0.
Define the set
≔ ∈ − − − + ∀ ∈∼∼ ∼∼∼ ∗ ∗Y x u z x u z θ θ π θ π ij{( , , )|( , , ) satisfies (1c), (1d), (7a), (7b), and [ 2 , 2 ] , }ij ij ijΘ E
where all the algebraic equations in (1), (2), (7) are satisfied, and for each line ∈ij E , the term∫ − ∗∗ σ θ dσ(sin sin )θ
θ
ij
ij
ij strictly increases when
∼θij deviates
further from zero in either direction [28]. We now show that the set
≔ ∈ ⩽∼ ∼ ∼∼ ∼ ∼∼ ∼ ∼∼x u z Y U x u z U x u zΩ {( , , ) | ( , , ) ( (0), (0), (0))}Θ
is compact and invariant. It is obvious that Ω is a closed set. With ∼∼∼U x u z( , , ) bounded, the variables ′ ∼∼ ∼∼ω C ϕ λ π( , , , )TG in Ω are bounded because of the
quadratic terms in U0, and ∼∼p a( , )mG G are bounded because Ui for ∈i G are radially unbounded (Assumption 4). Moreover,
∼pG and
∼d are bounded by
− −∗ ∗p p p p[ , ]
G G G G
and − −∗ ∗d d d d[ , ], respectively; ∼C θT is bounded by the definition of ∼YΘ; ∼p is bounded by (1d) and the boundedness of
∼C θT ; and ∼ωL is
bounded by (1c) and the boundedness of
∼ ∼d p( , )L . Therefore the set Ω is bounded. Finally, any trajectory ′ ′ ′∼ ∼∼x t u t z t( ( ), ( ), ( )) of (1), (2), (7) remains in Ω
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for ⩾t t0 if ′ ′ ′ ∈∼ ∼∼x t u t z t( ( ), ( ), ( )) Ω0 0 0 , which fulfills the invariance of Ω. This can be shown by checking the conditions below: (i) ⩽U̇ 0 so
′ ′ ′ ⩽ ′ ′ ′ ⩽∼ ∼ ∼∼ ∼ ∼∼ ∼ ∼U x t u t z t U x t u t z t U x u z( ( ), ( ), ( )) ( ( ), ( ), ( )) ( (0), (0), (0))0 0 0 for all ⩾t t0; (ii) the algebraic equations (1c), (1d), (7a), (7b) are constantly sa-
tisfied by ′ ′ ′∼ ∼∼x t u t z t( ( ), ( ), ( )); and (iii) for x u z( (0), (0), (0)) sufficiently close to ∗ ∗ ∗x u z( , , ) and thus ∼ ∼∼U x u z( (0), (0), (0)) sufficiently small, ′∼θ t( )ij cannot jump
out of − − − +∗ ∗θ π θ π[ 2 , 2 ]ij ij , because ∫ −
+ ′ ∗
∼
∗
∗
B σ θ dσ(sin sin )ij θ
θ θ t
ij
( )
ij
ij ij is bounded by ∼ ∼∼U x u z( (0), (0), (0)).
Define the set
≔ ∈ =∼ ∼∼ ∼∼ ∼Z x u z U x u z{( , , ) Ω | ̇ ( , , ) 0}Ω
and let ZΩI denote the largest invariant subset of ZΩ. Note that ∈∼ ∼∼x u z( (0), (0), (0)) Ω. By LaSalle’s theorem [29, Theorem 4.4], ∼ ∼∼x t u t z t( ( ), ( ), ( ))
approaches ZΩI as → +∞t . For every ∈∼∼∼x u z Z( , , ) ΩI , there must be =∼
∼∼ ∼ω d p a( , , , ) 0mG G by (18) and Assumption 4, and =ω d p a( ̇, ,̇ ̇ , ̇ ) 0
m
G G since ZΩ
I is
invariant. This together with (1b)–(1d) implies =∼C θ 0T and =∼p 0, and with Assumption 1 implies =∼p 0G . Hence every ∈
∼∼∼x u z Z( , , ) ΩI satisfies
=∼∼x u( , ) 0, and therefore → ∗ ∗x t u t x u( ( ), ( )) ( , ) as → +∞t , which completes the proof.
A.3. Proof of Theorem 4
The existence of ∗YΘ, the uniqueness of ∗ ∗x u( , ), and the optimality of ∗ ∗ ∗p d P( , , )G are straightforward from Theorem 1, since the model (3) is a special
case of (2) and satisfies Assumption 1. By Theorem 3, it is sufficient for the rest of the proof to show that Assumption 4 holds. Consider:
≔ + ∀ ∈∼ ∼∼ ∼U p a
β
β
T p T a i( , )
2
( ( ) ( ) ) ,i i i
i
i
i i i i
m
2 t,
m 2
g,
2 G
which satisfies conditions (i)–(iii) in Assumption 4. Moreover,
= + − +
= ⎡
⎣
− + + − + − ⎤
⎦
+ − +
∼ ∼ ∼
∼
∼
∼ ∼
∼ ∼
∼
∼ ∼ ∼
∼
∼( )
h U p d λ ω
p p a a a p
p d λ ω
̇ ( )( )
( )
( )( )
i i i i i i
β
β i i i i i i
ω
R
i i i i
m
m m
m
i
i
i
i2
(19)
= − ⎡
⎣
− + − − ⎤
⎦
− + −
+ − +
∼ ∼
∼ ∼ ∼
∼ ∼
∼ ∼
∼
∼
∼
( )
( )
p a p a
p p
p d λ ω
( )
( )
( )( )
β
β i i i
ω
R i
β
β i
β
β i
ω
R
i i i i
2
m 2
2
2
m 2
2
2
m
i
i
i
i
i
i
i
i
i
i
2
2 2
(20)
⩽ − ⎡
⎣
− + − − ⎤
⎦
− + +
+ + − +
∼ ∼
∼ ∼
∼ ∼ ∼ ∼
∼ ∼
∼
∼
∼( )p a p a
p β λ ω
λ ω p β λ ω
( )
( ) ( )
( ) ( )
β
β i i i
ω
R i
β
β i
β
β i i i
i i i i i i
2
m 2
2
2
m 2
2
2 2
m 2
i
i
i
i
i
i
i
i
2
2 2
(21)
⎜ ⎟
= − ⎡
⎣
− + − − ⎤
⎦
− ⎛
⎝
− + ⎞
⎠
− + ∀ ∈
∼ ∼
∼ ∼
∼ ∼
∼ ∼
∼
−
∼( )p a p a
p λ ω
λ ω i
( )
( )
( ) ,
β
β i i i
ω
R i
β
β i
β
β i i
β β
β i i
2
m 2
2
2
m
2
2
2
i
i
i
i
i
i
i
i
i i
i
2
2
2
2 2
G
where (19) is obtained by (3), and (21) is obtained by (9). Therefore ⩽h 0i , and =h 0i implies + =∼
∼ ∼ ∼λ ω p a( , , ) 0i i i i
m and thus =∼∼∼d p a( , , ) 0i i i
m . On the
other hand, =∼∼∼d p a( , , ) 0i i i
m implies =h 0i by (20). This completes the proof.
A.4. Proof of Theorem 5
For the same reason as in the proof of Theorem 4, it is sufficient to show that Assumption 4 holds for the model (4), under either condition (i) or
(ii) in Theorem 5. The internal state vector ∼ai is treated as zero-dimensional.
If condition (i) in Theorem 5 holds, consider:
≔ ∀ ∈∼ ∼U p
β
β
T p i( )
2
( ) ,i i
i
i
i i
m
2 t,
m 2 G
which satisfies conditions (i)–(iii) in Assumption 4. Moreover,
= + − +
= − + − + − +
∼
∼
∼ ∼
∼ ∼
∼
∼ ∼ ∼ ∼∼( )
h U p d λ ω
p p p p d λ ω
̇ ( )( )
( )( )
i i i i i i
β
β i i i
ω
R i i i i
m
m m mi
i
i
i2 (22)
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= − − − −
+ − + − +∼ ∼ ∼
∼ ∼ ∼
∼ ∼
∼
∼
( )
( )
p p p
p p d λ ω
( )
( )( )
β
β i
ω
R i
β
β i
β
β i
ω
R i i i i
2
m 2
2
m 2
2
2 m
i
i
i
i
i
i
i
i
i
i
2 2
2 (23)
⩽ − − − −
+ + + + − +∼ ∼ ∼ ∼ ∼ ∼
∼ ∼ ∼
∼
∼( )p p p
β λ ω λ ω p β λ ω
( )
( ) ( ) ( )
β
β i
ω
R i
β
β i
β
β i i i i i i i i i
2
m 2
2
m 2
2
2 2 m 2
i
i
i
i
i
i
i
i
2 2
2 (24)
⎜ ⎟= − − − − ⎛
⎝
− + ⎞
⎠
− + ∀ ∈
∼ ∼
∼ ∼
∼ ∼ ∼
−
∼( )p p p λ ω
λ ω i
( )
( ) ,
β
β i
ω
R i
β
β i
β
β i i
β β
β i i
2
m 2
2
m
2
2
2
i
i
i
i
i
i
i
i
i i
i
2 2
2
2 2
G
where (22) and (24) are obtained by (4) and (10) respectively. Therefore ⩽h 0i , and =h 0i implies + =
∼ ∼ ∼λ ω p( , ) 0i i i
m and thus =∼∼d p( , ) 0i i
m . In the
other way, =∼∼d p( , ) 0i i
m implies =h 0i by (23).
If condition (ii) in Theorem 5 holds, consider:
≔ ∀ ∈∼ ∼U p
T
β
p i( )
2
( ) ,i i
i
i
i
m t, m 2 G
which satisfies conditions (i)–(iii) in Assumption 4. Moreover,
= + − +
= − + − + − +
∼
∼
∼ ∼
∼ ∼
∼
∼ ∼ ∼ ∼∼( )
h U p d λ ω
p p p p d λ ω
̇ ( )( )
( )( )
i i i i i i
β i i i
ω
R i i i i
m
1 m m m
i
i
i (25)
= − − + + − +∼∼ ∼ ∼ ∼∼ ∼ ∼
β
p p β λ ω p d λ ω1 ( ( )) ( )( )
i
i i i i i i i i i
m m m
(26)
= − − + ∀ ∈∼∼ ∼∼
β
p λ ω d i1 ( ) ( ) ,
i
i i i i
m 2 G
where (25) and (26) are obtained by (4) and (11) respectively. Therefore ⩽h 0i , and =h 0i if and only if =
∼∼d p( , ) 0i i
m (because + =∼ ∼λ ω 0i i implies
=∼d 0i ).
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